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Product Description
ZETA Epoxy Deck Glue is a specially formulated two-
component epoxy that combines strong adhesion with 
low weight and easy application. It is suitable for both 
fairing uneven surfaces and bonding teak, composite, 
and cork decking systems.

Key Benefits
• 1:1 mixing ratio
• Lightweight (approx. 720 g/L after curing)
• Easy to sand
• Excellent adhesion to wood, fiberglass, aluminum, and 

steel
• Outstanding thermal and sound insulation properties
• Cures at temperatures as low as 8°C
• Not classified as dangerous goods for transport

Applications
Suitable for bonding teak, composite, and cork decking 
as well as filling and fairing uneven surfaces prior to deck 
installation.

Mixing Instructions
Mix 1 part Base A with 1 part Hardener B (1:1 by volume). 
Stir thoroughly before use. Working time is approximately 
60 minutes at 25°C (77°F).

Surface Preparation
All surfaces must be clean, dry, and free from grease, 
wax, dust, and other contaminants. A test bond is always 
recommended before final installation.

Coverage
1 litre of ZETA Epoxy Deck Glue covers approximately 1 
m² at a 1 mm layer thickness. Typical consumption ranges 
from 0.9–1.5 litres per m² depending on the substrate.

Storage
Store in a dry, frost-free environment between 10°C and 
35°C (50°F–95°F) in sealed containers. Shelf life: 24 
months from date of manufacture.

ZETA Epoxy Deck Glue
Lightweight Epoxy Fairing Compound & Adhesive

Mixing Ratio: 1:1

Pot Life (225 g at 25°C): 70–80 min

Film Formation Time (25°C): 4 hours

Full Cure: Approx. 24 hours

Heat Distortion Temperature: 60°C

Hardness: Shore D 60–65

Adhesion to Teak: Stronger than the substrate

Adhesion to Fiberglass: Stronger than the gelcoat

Adhesion to Aluminum: >2,1 MPa

Adhesion to Steel: >2,5 MPa

Technical Data

Safety
Avoid contact with skin and eyes. Wear protective gloves and safety glasses during handling. 

Please refer to the Safety Data Sheet (SDS) for additional safety information and first aid instructions.


